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MULTIPURPOSE PASTE WITH MOLYBDENUM DISULPHIDE 

 
 
DESCRIPTION 
  
Lubekrafft® G Paste is an assembly and running-
in paste with a high lubricant capacity thanks to its 
combination of graphite, white solid lubricants and 
a high percentage of molybdenum disulphide. 
 
After applying the paste on metallic surfaces, a 
solid lubricant sliding coating is created, avoiding 
the metal-metal contact (seizing, hot running), 
protecting against wear and providing an 
emergency lubrication. 
 
Lubekrafft® G Paste has a lower specific gravity 
than the usual molybdenum disulphide pastes 
thanks to the other solid lubricants in it. So, with 
more volume per kg, it is more economical. 
 
APPLICATIONS 
 
Lubekrafft® G is particularly recommended as 
running-in lubricant for new machines, for 
gearboxes, guides, chutes, rails, tool-machine 
supports, threaded spindles, splined shaft, dead 
centres, worn gears, helical gears, rack and pinion 
gears. 
 
It is also used as a pre-treatment on fittings (taps 
and valves); centrifugal, alternative and geared 
pumps; for deep drawing, cutting, punching, 
bending, boring, tapping tools, etc. 
 
Used as assembly paste for all kind of press-fit, 
shrinking and pressing assemblies: wheels, ball 
bearings on shaft, flanges, bolts… 

 
HOW TO USE 
 
Clean carefully the metallic surfaces, apply the 
paste with brush, synthetic sponge or chamois 
cloth. 
 
A thin coating is enough when the type of loading 
allows the formation of a lubricant film (sliding 
bearings, guides, gears, etc.). 

 
 

BENEFITS 
 
• Low friction coefficient (µ = 0.08) 

• It reduces the friction and the wear. 

• It avoids the stick-slip during assembly  

• It reduces the fretting corrosion. 

• Excellent extreme pressure characteristics. 

• High protection against corrosion. 

• High covering capacity. 

 
 
TECHNICAL CHARACTERISTICS 
 
 
Aspect  ................................................................................  black paste 

Working temperature (ºC)...................................................  -35 up to +450ºC (dry lubrication) 

Density, ISO 2811 (kg/dm3) ................................................  1.4 

NLGI consistency ................................................................  1-2 

4-ball test, weld load, ASTM-D-2596 (N) ............................  5.300 

4-ball test, wear scar at 800 N, DIN 51350 Pt.5 (mm)  .......  0.75 

Almen-Wieland, OK load (N)  .............................................  > 20.000 
 
 
The information herein is offered in good faith based on KRAFFT’s research and it is believed to be accurate. KRAFFT keeps 
the right to modify the specification without previous notice. These data represent average values after different tests. Due to 
the wide variety of working conditions, these data can not be a base to define specifications. 
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