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KROIL BASELA G 
 
 

OILS for GUIDES and CHUTES 
 
 

DESCRIPTION 
 
The KROIL BASELA G oils are a range of very 
high quality lubricants, specially prepared for its 
use in guides and chutes in tool machines. 
 
To fulfil their function, the KROIL BASELA G have 
been formulated with special additives which 
control suitably the static and dynamic friction 
coefficient, in order to avoid the stick-slip effect and 
to guarantee a uniform and regular displacement of 
the dies, tool carriages, etc. 
 
APPLICATIONS 
 
The KROIL BASELA G oils have been designed 
especially for the lubrication of all type of guides 
and chutes of tool machines, like lathes, millers, 
grinders, presses, etc. 
 
The BASELA 320 G has been reinforced for its 
stickiness to avoid the lost and excessive lubricant 
consumption. 
 
 

 
They supersede the following standards: 
    
* DIN 51517/3 CLP 
* NFE 60-200 HG 
* ISO/TR 3498 HG 
* DIN 51524/2 HLP 
 
The KROIL BASELA 68 G is designed for 
Hydraulic Circuits and for horizontal Guides. 
 
The KROIL BASELA 320 G is designed for the 
vertical Guides. 
 
BENEFITS 
 
• Excellent lubricity. 
• Resistant to high loads at low speed. 
• Avoid the stick-slip effect and the vibrations. 
• Better finishing of the parts 
• Excellent corrosion protection for the guides of 

the tool machines 
• Excellent behaviour in hydraulic systems. 

 
CHARACTERISTICS 
 
Name BASELA 68 G BASELA 320 G 
   
ISO VG 68 320 
Aspect   
Density at 15 ºC (ASTM-D-4052), gr/cm3 0.890 0.900 
Viscosity at 40 ºC (ASTM-D-445), cSt 68 - 80 288 - 352 
Viscosity at 100 ºC (ASTM-D-445), cSt 8.5 - 9.5 23 - 26 
Viscosity at 0 ºC (ASTM-D-445), cSt 1400 max. -- 
Viscosity Index (ASTM-D-2270)  100 100 
Freezing point (ASTM-D-97), ºC -15 -10 
Flash Point (ASTM-D-92), ºC 200 220 
Foam test (ASTM-D-892) 10/0 max. 
Emulsion tests (ASTM-D-1401) (40-40-0) 60’ max. 
Steel corrosion (ASTM-D-665 A and B)  Pass 
Copper corrosion (ASTM-D-130) 1a  
TIMKEN test (ASTM-D-2782), OK load 60 lbs. 
4-Ball test (10 s./ 1800 rpm), weld load 240 kgf 
FZG test (DIN 51534), level 11 
 
 
 
Note: These data are average values after different tests. Due to the great variety of working conditions, these data do not 
constitute a base for specifications. KRAFFT reserves the right to change the specifications without previous notice. 


