
 

 

KRAFFT S.L. 
P.O.Box 14 
E-20140 Andoain - SPAIN 
Fax:+34 943 410 430 
Phone:+34 943 410 460 
E-mail: export@krafft.es 
Web site: www.krafft.es 

 

Lubekrafft® LKC-150 
B5213-I 

11/10 
-1/1- 

 
SYNTHETIC FLUID WITH DISULPHIDE MOLYBDENUM  

FOR HIGH TEMPERATURE MECHANISMS 
 

 
DESCRIPTION 
 
Lubektrafft® LKC-150 is a 100% synthetic fluid 
with unctuosity and antiwear improvers and with 
Molybdenum Disulphide (MoS2) that provides 
excellent lubrication up to 240ºC in fluid 
lubrication. 
 
 
APPLICATIONS 
 
Lubektrafft® LKC-150 is used in the high 
temperature lubrication of mechanisms such as: 

 Ceramic industry: chains, conveyors, furnace 
wheel bearings, hinges and joints for drying 
ovens and combustion chamber; 

 Steel Industry: rotating devices for casting 
ladles, converters, hinges and locks in casting 
moulds, bearings in casting machines, 
carriages and ovens for thermal treatment, 
catcher spinning; 

 Painting tunnels: conveyor chains, bearings, 
grill sliding guides; 

 Textile, Wood and Paper Industries: dryers, 
tenter chains, bearings; 

 Metal Packing, Electric Appliances Industries: 
skids, transporting chains, bearings, joints; 

 
HOW TO USE 
 
Lubektrafft® LKC-150 can be applied by any 
conventional method: brush, oiler or by automatic 
system such as dripping or pulverisation. 
 
The product must be used as it is, and should 
never be mixed with other oils or greases. Before 
applying it, it is recommended to clean and 
degrease the mechanism as much as possible. 
 
 
ADVANTAGES 
 
 Excellent lubricity. 

 High antiwear capacity. 

 Excellent performances at high temperatures. 

 Very low carbon residue formation. 

 It contains Molybdenum Disulphide as 
emergency lubricant (the Molybdenum 
Disulphide creates a dry lubricant film on the 
surfaces). 

 Very low evaporation rate. 

 
 
TECHNICAL CHARACTERISTICS 
 
 
ISO VG .............................................................................. 150 – 220 

Working temeperature ....................................................... -20ºC up to 240ºC 

Aspect ................................................................................ Greyish  liquid 

Density at 15ºC (ASTM-D-1298), gr/cc ............................. 0.95 

Viscosity at 40ºC (ASTM-D-445), cSt ................................ 160 - 200 

Viscosity at 100ºC (ASTM-D-445), cSt .............................. 14 – 17 

Viscosity index (ASTM D 2270) ......................................... > 90 

Flash point (ASTM-D-92), ºC ............................................. > 265 

Evaporation loss (24 h/200ºC) .......................................... < 1.5% 

 
 
 
 
The information herein is offered in good faith based on KRAFFT’s research and it is believed to be accurate. KRAFFT keeps 
the right to modify the specification without previous notice. These data represent average values after different tests. Due to 
the wide variety of working conditions, these data can not be a base to define specifications. 

 


