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    SILKRON POLYMER H-100      
        

 

MONOCOMPONENT HYBRID POLYMER ADHESIVE/SEALANT 
 
DESCRIPTION 
 

It is a monocomponent, high module, neutral 
hybrid polymer sealant, specially indicated to 
seal or glue (even structural) many 
substrates. It cures quickly at room 
temperature reacting with the air moisture. It 
does not contain solvent. 
It works from -40ºC up to 90ºC.  
 

APPLICATION 
 

For high performance elastic bonding of 
many substrates (metal, wood, glass, 
lacquer, painting, metacrilate, polycarbonate, 
PVC, glass fibre, concrete, mortar, etc.). To 
seal low movement joints inside as well as 
outside in Industry, Construction, Automotive 
and Marine fields. 
 

CLEANING 
 

For uncured product with white-spirit. Once 
cured, it can be eliminated only by 
mechanical means. 
 

HOW TO USE 
 

On clean, sound and degreased surfaces.  It 
can be used on wet (not soaked) surfaces. 
Applicable with a manual or pneumatic gun 
between +1ºC and +35ºC. Cut nozzle at 45° 
angle to desired thickness in order to obtain a 
correct contact between the 2 surfaces. 
 

SHELF LIFE 
 

In normal conditions of temperature and 
humidity and in unopened packing, the 
product keeps its properties during 12 
months after the manufacturing date. 
 

BENEFITS 
 

 Excellent adhesion to many material 
 Easy to apply 
 Applicable to wet (not soaked) surface 
 Quick cure 
 Permanent elasticity 
 Resists to U.V. and water (like silicone) 
 Paintable (like polyurethane) 
 Good resistance to chemicals 
 Non toxic and odourless 

TECHNICAL CHARACTERISTICS 
 

Before use:  SPECIFICATIONS 
 METHODS MIN.            TYPICAL          MAX 
Appearance (colour) K30093 Thyxotropic paste white 
Extrusion rate (s) 20 g., 2mm. nozzle, 2.75 bar                        400 
Slump (vertical wall) ASTM D-2202                        0,05               0,1 
Tack free time (min.) K30027                        35 
Density  (g/cc) ASTM D-1475  1.51             
 

Cured conditions  SPECIFICATIONS 
14 days at 20ºC and 50% RH METHODS MIN. TYPIC. MAX. 
Hardness (Shore A) ISO 868-2003  49  
Tensile strength (MPa) 
Shear stress resistance (MPa) 

ISO 37-2005 
ISO 37-2005 

 3,0 
2,00 

 

E modulus at 100% elongation (MPa) ISO 37-2005  1,60  
Elongation at break (%) ISO 37-2005  300  
Resistance to crack formation (days) 550 W/m2 at 55ºC  12  
     

 

The information herein is offered in good faith based on KRAFFT’s research and it is believed to be accurate. KRAFFT keeps the right 
to modify the specification without previous notice. 


